GATE VALVES
ENQUIRY CHECK LIST

	Valve series no
LNS No (if known)

Size (DN):

Pressure rating (PN10, PN16, PN25):

Maximum unbalanced operating pressure:  (eg 6Bar Unbalanced)(the difference between the upstream and downstream pressures)

Flow Rate:

Valve Trim material (gunmetal, stainless steel):

Direction of operation (cwo/cwc)

Flange drilling (PN10, PN16, PN 25, ANSI, AS)

Coating (preferred thickness 250/300 microns):

Method of operation

(Cap, handwheel, gearbox, electric, hydraulic):

Direct mounted or floor mounted operation:

Datum levels (valve centerline, floor/ground levels):
	Gearbox Operating Conditions (Splash proof, buried, submersible, marinised):

Power Supply (electric):

Pressure Supply (Hydraulic)

Spindle Orientation (horizontal, vertical):

Pipe Orientation (horizontal, vertical)

Fluid Details:

Maximum Temperature:

Time to Open/Close:

Any other special requirements (By-pass etc):

Additional  options as per product selector:

Documentation

(Standard, Special O&Ms, Drawings, Test Certification):

Notes:
1.   When valve stem is horizontal (350mm and above PN25, 700mm and above PN16/PN25) Shoes and Channels should be used)

2.   Recommend use of gearbox on all manually operated valves above 600mm Dia. 


